Sharpened Tip - A knife-like edge allows for easier penetration through sheetrock for reduced user fatigue
Handle has touch-point ergonomics with optimized hand and finger contact points in the handles to maximize fit and control
Precision-ground teeth provide superior cutting quality and reduced cutting effort through optimized blade geometry

Jab Saw

| Cat. No. | Handle Material | Dverall Length | Product Weight |
| :--- | :---: | :---: | :---: |
| CTJSAW | Dual Material | 16.125 in | 0.68 Ib |

- Four roller wheels allow for a clean and square cut at any pipe size


Heavy duty construction provides high strength, durability, and excellent cutting performance over tool life
Ergonomic adjustment wheel optimizes hand and finger contact points to maximize fit and contro

- Replacement cutting wheel located in the adjustment wheel
- Textured finish for superior comfort, control, and overall produc durabilit
- Built in reamer for quick and easy completion of a pipe cutting application - Spring loaded release

| Medium Tube Cutter |
| :--- |
| \begin{tabular}{\|l|c|c|c|c|c|}
\hline
\end{tabular} |
| Cat. No. |
| CMPC118 |



Heavy duty construction provides high strength, durability, and excellent cutting performance over tool life

- Dual roller wheels allows for a clean and square cut at any pipe size
- Tri-lobed adjustment wheel optimizes hand and finger contact points to maximize fit, control, and user ergonomics
Replacement cutting wheel located in the adjustment wheel of the tod
Mini Tube Cutter

| Cat. No. | Jaw Capacity | Length | Width | Height | Product Weight |
| :--- | :---: | :---: | :---: | :---: | :---: |
| CMPC218 | $1 / 8^{"-1-1 / 8 " ~}$ | 5 in | 3 in | 1 in | 0.87 lb |


| Ratcheting PVC Cutter |
| :--- |
| \begin{tabular}{\|l|c|c|c|c|c|}
\hline
\end{tabular} |
| Cat. No. |
| JRPC 118 |


${ }^{13 \text { in }}$

- Large jaw capacity with a cutting size range of $3 / 8$ " to $2-3 / 8$ diameter pipe
- Precision-ground cutting edges provide superior cutting accurac and reduced cutting effort through optimized blade geometry
All metal construction yields a heavy duty ratcheting mechanism for a high strength cut
- Textured handle design allows for excellent control and use of the tool

Large jaw capacity with a cutting size range of $3 / 8^{\prime \prime}$ to $1-1 / 8$ diameter pipe

- Precision-ground cutting edges provide superior cutting accuracy and reduced cutting effort through optimized blade geometry
All metal construction yields a heavy duty ratcheting mechanism for a high strength cut
Textured handle design allows for excellent control and use of the too


## Medium PVC Cutter

| Cat. No. | Jaw Capacity | Length | Width | Height | Product Weight |
| :--- | :---: | :---: | :---: | :---: | :---: |
| CRPC238 | $3 / 8^{\prime}-2-3 / 8^{\prime \prime}$ | 5 in | 3 in | 1 in | 1.51 lb |



Heavy duty metal construction for a lifetime of consistent and accurate cuts

- Precision ground drill bit for smooth cutting
- Easyily adjustable for cutting circles ranging from 4 " to $12^{\prime \prime}$ in diameter

Hole Cutter

| Cat. No. | Cutting Radius | Length | Width | Height | Product Weight |
| :--- | :---: | :---: | :---: | :---: | :---: |
| CTHOLECUT | $4^{\prime \prime}-12^{\prime \prime}$ | 10 in | 4.625 in | 1.5 in | 1.51 lb |

