## $\mathbb{C}$ crescent

## ALUMINUM SLIM JAW PIPE WRENCHES

■ SLIM JAW ${ }^{\text {TM }}$ delivers best-in-class $2 x$ access when working in tight spaces

- Adjustment ring thread pitch angled for $2 x$ faster opening and closing of wrench jaw
- Excellent for turning pipes in limited access areas

■ $40 \%$ less weight helps reduce user fatigue

- Handle shape optimized for maximum power and user comfort
- Exceeds federal torque load specification by over $140 \%$ for maximum strength and durability

| Cat. No. | Overall Length | Capacity Diameter Max | Pipe Size Max | Replacement Parts | Product Weight |
| :--- | :---: | :---: | :---: | :---: | :---: |
| CAPW10S | 10.0 in | 1.9 in | 1.5 in | C10HOOK, C1OHEEL | 0.980 Ib |

## ALUMINUM PIPE WRENCH

- Adjustment ring thread pitch angled for 2x faster opening and closing of wrench jaw
■ $40 \%$ less weight helps reduce user fatigue
■ Handle shape optimized for maximum power and user comfort
- High strength forged jaws

■ Exceeds federal torque load specification by over $140 \%$ for maximum strength and durability


|  |  | Shoduct Weight |
| :---: | :---: | :---: |
| Pipe Size Max |  |  |
| 1.5 in | Replacement Parts | C10H00K, C10HEEL |


|  |  |  |  |  |  |
| :--- | :---: | :---: | :---: | :---: | :---: | :---: |
| Cat. No. | Overall Length | Capacity Diameter Max | Pipe Size Max | Replacement Parts | Product Weight |
| CAPW24 | 24.0 in | 3.5 in | 3 in | C24H00K, C24HEEL | 4.988 lb |
| CAPW36 | 36.0 in | 5.375 in | 5 in | C36H00K, C36HEEL | 10.900 lb |
| CAPW48 | 48.0 in | 6.375 in | 6 in | C48H00K, C48HEEL | 18.600 lb |

## CAST IRON PIPE WRENCHES

- Adjustment ring thread pitch angled for 2x faster opening and closing of wrench jaw
■ $40 \%$ less weight helps reduce user fatigue
- Handle shape optimized for maximum power and user comfort

■ High strength forged jaws
■ Exceeds federal torque load specification by over $140 \%$ for maximum strength and durability

| Cat. No. | Overall Length | Capacity Diameter Max | Pipe Size Max | Replacement Parts | Product Weight |
| :--- | :---: | :---: | :---: | :---: | :---: |
| CIPW24 | 24.0 in | 3 in | 3 in | C24H00K, C24HEEL | 9.500 lb |

